Rohre / Hohlstahl/
Stabstahle

tubes / hollowbar | bar steel




Technische Lieferspezifikation Rohre

Nachstehend mit @ gezeichnete Rohre liefern wir in
folgenden Guten

Bitte geben Sie Ihre Bestellung spezifiziert wie nachstehend
aufgefiihrt an.

Fur die Ermittlung von Meter-Gewichten bei Rundrohren
verwenden Sie bitte die Formel

AD-Wand x Wand x 0,02504

Rohre geschweisst nach DIN 2463/EN ISO 1127

in hl von 6 mtr. aus nichtrostenden austenitischen
Werkstoffen nach DIN 17440.

Ausfithrung DIN 17455

fuir allgemeine Anforderungen
Oberflache d2 oder d1

Ausfiuhrung DIN 17457

fur besondere Anforderungen
Ausfuhrungsart K2
SchweissfaktorV=1,0
Prifklasse 1 oder 2

Rohre nahtlos nach DIN 2462

in hl. von 4-7 mtr. aus nichtrostendem austenitischem Stahl
nach DIN 17440

Ausfuhrung DIN 17456

fur allgemeine Anforderungen
Ausfuhrung h oder m oder c2

Ausfihrung DIN 17458

fiir besondere Anforderungen
Ausfihrung h oder m oder c2
Prifklasse 1 oder 2

Anderungen

Die friihere DIN 2463 durch EN ISO 1127 (ISO 5252) ersetzt.
Da Sie neue Zeugnisse nach der neuen Norm erhalten, finden
Sie einen Vergleich der neuen zur alten Norm auf Seite 5.2.
Der genaue Wortlaut EN ISO 1127 wird im technischen Teil
detailliert dargestellt.
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Technical requirements for tubes

Pipes marked with a e in the following tables are available in
the following material qualities.

When making an order, please specify as shown below.

For calculating the tube wight per mtr. please use the
following example

Outside dia.-wall x wall x 0,02504

Welded pipes to DIN 2463/EN ISO 1127

In length of 6 mtr. made of produced from austenitic
stainless steel finish to DIN 17440

Version DIN 17455

for general requirements
finish to d2 or d1

Version DIN 17457

for special requirements
version K2

Welding grade V= 1.0
Testgrade 1 or 2

Seamless pipes to DIN 2462

In length of 4-7 mtr. made of from non-corrosive austenitic
steel finish to DIN 17440

Version DIN 17456

for general requirements
version h or mor c2

Version DIN 17458

for special requirements
version h or morc2
Testgrade 1 or2

Changes

We replaced DIN standard 2463 with EN ISO 1127 (ISO 5252)
to meet the ever increasing requirement for evidence of
conformity to the new standard. A comparison with the old
standard will be found on page 5.2.

















































































